
7006346 - UHU PLUS MULTIFEST+ DOUBLE SYRINGE 50 ML DE/FR

MULTIFEST+
EXTREMELY STRONG DUAL-COMPONENT METHACRYLATE ADHESIVE.

PRODUCT DESCRIPTION
UHU plus multifest+ is a two-component methacrylate adhesive
for a variety of plastics, metals and parts made of composite
materials.

FIELD OF APPLICATION
Suitable for bonding PVC and vinyl products, ABS, PMMA,
polyester, styrene resins, vinyl ester, PC blends, PBT blends,
epoxies, steel, carbon fiber reinforced plastic (CFRP), aluminum,
LMR, glass fiber reinforced plastic (GRP), phenolic resin/
phenoplastic, PET blends, epoxy coated materials, polyurethane,
stainless steel. Ideal for (industrial) applications.
Not suitable for Polyethylene, Polypropylene.

PROPERTIES
· Excellent shear, peel and shock resistance  
· Very broad adhesion spectrum 
· Ideal for plastics 
· High temperature resistance  
· Non-running  
· Fills cracks and of gaps up to 4 mm  
· Excellent resilience  
· Resistant to weathering and dampness  
· Hardens at room temperature  
· No surface treatment required

PREPARATION
Working Conditions:  Due to its viscosity and flow properties, plus
multifest+ is ideal for many different application methods. At
a mixing ratio of 1:1, the working time is 4-6 minutes. 75 %
of the maximum adhesive strength is achieved after 10 to 15
minutes at room temperature. The mixed adhesive should be
applied evenly and thinly to the surface to be bonded within
the specified working time and the parts joined immediately. It
is important to ensure that the two surfaces to be bonded are
in positive contact with each other. The parts must be fixed in
place and secured against slipping before the processing time
has elapsed. Please note: If the product hardens in the mixing
nozzle, a new mixing nozzle must be used for further bonding.
Personal safety:  It is recommended that rubber or plastic gloves
are worn.
Surface Requirements:   The materials to be bonded must be dry,
clean free of grease.
Preliminary Surface Treatment:   Clean surfaces thoroughly, for
example with acetone, before bonding. Depending on the
surface, lightly sand the parts to be bonded.

APPLICATION
Directions for use: 
Insert the cartridge into the Plus cartridge gun and remove the
protective cap. Before screwing on the static mixer, pour out
material until material emerges evenly from both openings.
Wipe this off and then attach the static mixer. Before applying
the adhesive to the component to be bonded, the first 2-3 cm
of mixed material should be discarded to ensure even mixing.
After use, remove the static mixer and close the cartridge with
the protective cap.

Our advice is based on extensive research and practical experience. However, in view of the large variety of materials and the conditions under which our products
are applied, we assume no responsibility for the results obtained and/or any damage caused by the use of the product. Nevertheless, our Service Department is
always at your disposal for any advice needed.
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TECHNICAL SPECIFICATIONS

Chemical base: Acrylic

Colour: Beige

Colour after curing/drying: Yellowish

Consistency: High viscosity

Density approx.: 0.96 - 1 g/cm³

Elongation of rupture: 3 %

Final bond strength (Alu): 19 N/mm²

Final bond strength after: 24 hours. This might vary, based
on circumstances, like materials,
temperature and humidity.

Handling time: 8-10 min

Hardness (Shore D): 80-85

Minimum application
temperature:

12 °C

Maximum application
temperature:

35 °C

Minimum temperature
resistance:

-20 °C

Maximum temperature
resistance:

110 °C

Moisture resistance: Very good

Open time approx.: 4-5 min

Tensile strength (N/cm²)
approx.:

25 N/cm²

Viscosity approx.: 150000 mPa·s

Water resistance: Very good

Our advice is based on extensive research and practical experience. However, in view of the large variety of materials and the conditions under which our products
are applied, we assume no responsibility for the results obtained and/or any damage caused by the use of the product. Nevertheless, our Service Department is
always at your disposal for any advice needed.
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